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ACCESSORIES

Electrodes and Probes

AD1230B AD1286 AD1131B AD3230B
Description Combination pH electrode pH electrode Refillable, combination pH electrode

Gel filled, combination ORP electrode 
with platinum contact

Reference Double, Ag/AgCl Double Ag/AgCl Double Ag/AgCl Single Ag/AgCl

Junction/Flow rate Ceramic, single / 15-20µL/H PTFE Ceramic, single / 15-20µL/H Ceramic, single

Electrolyte Gel Polymer KCl 3.5M Gel

Max. Pressure 2 bar 3 bar 0.1 bar 2 bar

Range pH: 0 to 13 pH: 0 to 13 pH: 0 to 13 ORP: ±2000mV

Recommended Operational
Temperature

0 to 70°C (32 to 158°F) 0 to 80°C (32 to 176°F) 0 to 100°C (32 to 212°F) -5 to 70°C (23 to 158°F)

Tip/Shape Spheric (dia: 7.5 mm) Spheric (dia: 7.5 mm) Spheric (dia: 9.5 mm) Platinum pin

Temperature Sensor No No No No

Body Material PEI PEI Glass PEI

Cable Coaxical: 1m (3.3’) Coaxical: 2m (6.6’) Coaxical: 1m (3.3’) Coaxical: 1m (3.3’)

Connector BNC BNC BNC BNC

115 mm

12 mm

150 mm

115 mm 120 mm 115 mm

12 mm 12 mm 12 mm

150 mm 160 mm 150 mm

AD76309 4 RING STAINLESS STEEL CONDUCTIVITY/TDS PROBE WITH INTERNAL TEMPERATURE SENSOR AND 1 METER LONG CABLE

AD7632 CONDUCTIVITY PROBE WITH 2 METERS LONG CABLE FOR ECO406

AD7634 TDS PROBE WITH 2 METERS LONG CABLE AND WITHOUT CONNECTOR FOR ECO407

AD7662 STAINLESS STEEL TEMPERATURE PROBE WITH 1 METER LONG CABLE. SUPPLIED WITH BENCHTOP AND PORTABLE METERS

AD8001/3 GALVANIC DO PROBE WITH BUILT-IN TEMPERATURE SENSOR, DIN CONNECTOR AND 3 METERS LONG CABLE FOR AD630

AD11P REPLACEABLE pH/TEMP ELECTRODE FOR AD11 AND AD12

AD14P REPLACEABLE pH/ORP/TEMPERATURE ELECTRODE FOR AD14

AD32P REPLACEABLE EC/TDS/TEMP ELECTRODE FOR AD31 & AD32

AD33P REPLACEABLE EC/TEMP ELECTRODE FOR AD33, AD34, AD35 & AD36


