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50 mm (1.97 in)

Cable length 70 cm (2.3 ft)
With the Cap (Red x1,Black x1)
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Cable length 90 cm (2.95 ft)
With the Cap (Red x1, Black x1)
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L4934 97 mm (3.82 in)
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— n $ ™= With the Cap (Red x1, Black x1)

Cable length 150 cm (4.92 ft)
with the coupling connector

-40 to 260°C
Sensor length:
80 cm (2.62 ft)

DT4910

9290-10

®55 mm (2.17 in)
1000 A AC (CT ratio of 10:1)
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CM437x series
CM414x series
CM3286
CM3286-01
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J% Magnet : ¢11 mm (0.43 in)

Magnet : $6 mm (0.24 in)
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= With the Cap (Red x1, Black x1)

22 mm (0.87 in),$3.7 mm (0.15 in)

22 mm (0.87 in)
$3.7 mm (0.15 in)
48 mm (1.89 in)
$2.6 mm (0.1 in)

3280-10F, CM3289, CM3281, CM3291, 3287, 3288, 3288-20
TEST LEAD L9208
AC FLEXIBLE CURRENT SENSOR CT6280 For 3280-10F, CM3289, CM3281, CM3291

CONTACT PIN SET L4933

SMALL ALLIGATOR CLIP SET L4934
CARRYING CASE 9398

CARRYING CASE C0205

TEST LEADS HOLDER 9209

For 3280-10F, CM3289, 3287, 3288, 3288-20
Bundled accessory for CT6280
For 3280-10F, CM3289, 3287, 3288, 3288-20

CT6280 L4933 L4934 9398 C0205

CM437x series, CM4141, CM4142, CM3286, CM3286-01 2]

TEST LEAD L9207-10
CONNECTION CABLE SET L4930
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EXTENSION CABLE SET L4931
THERMOCOUPLES(K) DT4910

For CM437x series, CM4141, CM4142

L4930 DT4910

CLAMP ON ADAPTER 9290-10
CONTACT PIN SET L4933
SMALL ALLIGATOR CLIP SET L4934

For CM3286, CM3286-01
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GRABBER CLIP L9243
TEST PIN SET L4932

L4932 L4936

L[] ALLIGATOR CLIP SET L4935
Ll BUS BAR CLIP SET L4936
LA MAGNETIC ADAPTER SET L4937
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k] MAGNETIC ADAPTER SET 9804
QL) TEST PIN SET L4938

L[] BREAKER PIN SET L4939

j[3 CONNECTION CORD L9257

j¥d CARRYING CASE C0203

Combination of L4930 and L4935

L4938 L4939 L9257 C0203

3284, 3285
TEST LEAD L9207-10
OUTPUT CORD L9094

3284, 3285 only, 90cm
1.5m, Banana terminal
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OUTPUT CORD L9095
OUTPUT CORD L9096
AC ADAPTER 9445-02
CARRYING CASE 9399
CARRYING CASE 9345

1.5m, BNC terminal
1.5m, Block terminal

L9207-10

3284 only
3285 only

L9094

L9095 L9096 9445-02 9399 9345

CM4002, CM4003

Ll CONNECTION CABLE L9097
3 CONVERSION ADAPTER 9704

=l

EJ AC ADAPTER Z1013
L3 CARRYING CASE C0203

L9097

9704

Z1013 C0203



