Floor Low Speed Centrifuge
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L4-4K Floor Low Speed Centrifuge

Key Features:

© Microcomputer control with LED display driven by AC i - /
frequency conversion motor, free maintenance g
O Parameter can be revised during operation without stopping.
© RCF and speed separately and switching freely.
© 10 level accelerate and decelerate control, breaking time over L4-4K
540s based on 9th level.
O Over speed, over heat, imbalance protections with auto lid l
lock. o |
© Electronic locks with full steel inner cavity protective cover. g = = Emé 8
== -=-1
Technical Parameter: 3
Model L4-4K . .
Max RPM 5000rpm Applications:
X
M iaé;(;zty j fi%oil |_4—4K Floor. Low Speed Re_frige.r.ated Centrifuge is
Timer 4min ~ 99minB9s widely used in hospitals, universities and colleges at all
, - , levels due to its high performance and reliable quality.
Revolutions/min +10r/min
Voltage AC 220+ 22V 50Hz 15A
Power 750W Rotor Parameter:
Noise Level < 60dB (A)
Chamber Diameter ®400mm
Dimensions (L x W x H) 680 %580 x 850 (mm) Capacity: 4x50/100ml
Packaging Dimensions 780 %680 x 950(mm) Max RPM: 5000r/min
Net Weight 70kg Max RCF: 4390 xg
Gross Weight 80kg

Capacity: 24 x10/15ml

Capacity: 8x50/100ml
Max RPM: 4000r/min
Max RCF: 2810xg

Capacity: 32x10/15ml
Max RPM: 4000r/min
Max RCF : 2810xg

Capacity: 4 x250ml
Max RPM: 4000r/min
Max RCF : 3500%g

Capacity: 4 x500ml

( Biosafety lid )

Max RPM: 4000r/min
Max RCF : 3580 x¢g
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Capacity: 16 x10/15ml
Max RPM: 4000r/min
Max RCF: 2810xg

Capacity: 48x5/7ml RMm&
Max RPM: 4000r/min
Max RCF : 2810xg

Capacity: 4x250ml
(Biosafety lid )

Max RPM: 4000r/min
Max RCF : 3500xg

NO.10

Max RPM: 4000r/min
Max RCF : 2810xg

Capacity: 64 x5miBlood tube
Max RPM: 4200r/min
Max RCF : 3100xg

Capacity: 4 x500/750ml
Max RPM: 4000r/min
Max RCF : 3580x%g

Capacity: 4 x750ml NO.13 _ _
) ) Capacity: 2x2x96Elisa plate
( Biosafety lid ) )
) Max RPM: 4000r/min
Max RPM: 4000r/min
Max RCF: 2300xg
Max RCF : 3580xg




