06. Clean Bench & Hood

Fume Hood
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Cabinet Cabinet Storage Cabinet
4 (General type) (Fire safety type) (Acid&Corrosive
safety type)
[ > & R 9
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- Automatic spreading Support Frame

fire extinguisher (SUS rack)

SH-HD-1500UP SH-HD-1800UP SH-HD-2100UP SH-HD-2400UP

SH-HD-1200UP

Type Fume Hood Type
DIiETteer;rswi;)In 1200x800x2350mm 1500x800x2350mm 1800x800x2350mm 2100x800x2350mm 2400x800x2350mm
(WxDxH) 47.24x31.50x92.52" 59.06x31.50x92.52" 70.87x31.50x92.52"" 82.68x31.50x92.52" 94.49x31.50x92.52""
Structure AL. Profile
Exterior Phenolic laminat
Interior/Baffle Phenolic laminate
Work Top Chemical Resistant Phenolic laminate
Light 16W LED
Sash Windows Safety Glass 5.0T
Sash Frame P.P Made (Air/N2/Water)
Cock & Valve P.P MADE (AIR/N2/WATER)

Exhaust Duct 2004 P.V.C Pipe 250¢ P.V.C Pipe 3009 P.V.C Pipe

Receptacle 1 Purchase type / Safety cover attached
Switch Rocker Type
The Lower part Steel

Frame / Back Panel

@45 Zinc Die Casted Adjuster
HD1800UP120
HD1800UP230

Control Pedestal
Cat. No. 120V
Cat. No. 230V

HD2400UP120
HD2400UP230

HD2100UP120
HD2100UP230

HD1200UP120
HD1200UP230

HD1500UP120
HD1500UP230

| Built-In Fan Motor

SH-HDF-1200UP

SH-HDF-1500UP

SH-HDF-1800UP

SH-HDF-2100UP

SH-HDF-2400UP

Cat. No. 120V, 50 Hz

HDF1200UP120-50

HDF1500UP120-50

HDF1800UP120-50

HDF2100UP120-50

HDF2400UP120-50

Cat. No. 120V, 60 Hz

HDF1200UP120-60

HDF1500UP120-60

HDF1800UP120-60

HDF2100UP120-60

HDF2400UP120-60

Cat. No. 230V, 50 Hz

HDF1200UP230-50

HDF1500UP230-50

HDF1800UP230-50

HDF2100UP230-50

HDF2400UP230-50

Cat. No. 230V, 60 Hz

HDF1200UP230-60

HD1500UP230F-60

HDF1800UP230-60

HDF2100UP230-60

HDF2400UP230-60
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