Il TES-1327KUSB - VT-01 - Prova 400

K-Type Thermometer

Measurement Range : -150°C ~ 1350°C
(-238°F ~ 1999°F)
Resolution : 0.1°C/1°C» 0.1°F / 1°F

Transformation

Features

Dual Thermometer and Dual display.

USB Interface / Software
Datalogging Capacity 21,000 set
Emissivity adjustable.

°C / °F Selectable /0.1°C / 0.2°F
Resolution

Built-in Laser Sighting / Backlight
LCD display

Laser targeting.

Maximum / Minimum function.
Data memory and read function. (99
readings)

Audible and visible alarm.

Infrared Thermometer
Display: Backlight LCD display
Measurement Range: -35°C ~ 500°C
(-31°F ~ 932°F)

Resolution: 0.1°C / 0.2°F
Accuracy: £ 2% reading or £ 2°C
Spectral Response: 6 ~ 14 1« m
Field of View: 12:1 optics ratio with
a 1” min target

Emissivity: 0.17 ~ 1.00

Sighting: Laser marker < 1mw

Function Resolution Range Accuracy
0.1°C -150°C ~0°C +(0.2% rdg + 1.0°C)
0°C ~200°C +(0.1% rdg + 1.0°C)
1C 200°C ~ 1350°C +(0.2% rdg + 2°C)
0.1°F -238°F ~ 32°F +(0.2% rdg + 2°F)
°F 32°F ~ 200°F +(0.1% rdg + 2°F)
1°F 200°F ~ 1999°F +(0.2% rdg + 4°F)

Device

Display Port

Features

© Display Measurement Reading on
the LCD panel without Personal
Computer

@ Easy, Simple and cost effective

@ Public information display from
measuring instrument

Idea for

¥ CO2 Meter
@ Temperature Humidity Meter
@ Sound Level Meter

IEC 1010
CAT Il 300V
CAT Il 600V

Features:

@ True RMS ACA 400A, ACV 600V
@ DCA 400A, DCV 400V

@ Max/Min, Date Hold

TES ELECTRICAL ELECTRONIC CORP.

@ True Power, AC 240KW, DC 240KW

@ Large 3 3/4 digits LCD(4032 counts)
@ Fast Bargraph Display (30times/sec.) N SR e LRt

VT-01 Transformation Device

Specifications

@ Input: RS-232 serial port (Male)
© Output: VGA display port

© AC Adapter: 5V, 2.5A

Prova 400 AC/DC TRMS WATT Clamp Meter

@ Relative Measurement
e AC/DC Power: 40/240 KW
e AC Voltage: 600 V
e DC Voltage: 400 V
e Frequency: 1~100KHz

@ One touch zero for DAC, DCW

50 N QUALITY & RELIABILITY




