Prova 1200 - Prova 15 - Prova 2000 / 2003 - TES-3010/ 3012 [

Features

4 1,200A AC/DC current measure-
ment

@ Integrated current probe for
waveform observation or recording

@ One touch zero for DCA
adjustment

@ Fast bargraph display (30 times/
sec.) for transient observation

@ Max/Min and Data hold function

@ Ideal for works in crowded switch
box or cable areas

Prova 1200 AS:IDC Clamp Meter

@ 23mm Large Jaw Diameter
@ Large 3 3/4 Digits LCD
@ Fast bargraph display
e DC Current: (£ 2.0% + 3 dgts)
0~400A (0.1A), 0~1200A (1A)
o AC Current:
0~400A (0.1A), 0~1200A (1A)
+ 2.0% + 3 dgts — 50/60 Hz
e Analog Output:
AC/DC: 1 mV/A (0~400A)
AC/DC: 0.1 mV/A (0~1200A)

Prova 15 AC/DC mA Current Probe

IEC 1010
CAT Il 300V
CAT Il 600V

Features

@ High Resolution DC 1mA,
AC 0.1mA

@ Connect to an Oscilloscope to
observe Current Waveform

@ Connect to Chart Recorder /
Datalogger/ DMM to Record
Current Data

@ One touch Zero for DCA
adjustment

€ 23mm jaw diameter

e AC /DC Current:
400mA/4A/30A
e Sensitivity:
0.1mV/ 0.1 mA
0.1mV/1 mA
0.1 mV/10 mA

Prova 2000/2003 AC/DC Clamp Meter

/' CAT II 1000V

EC 1010
CAT Ill 600V

Features

@ DC 2500A, AC 2100A

€ ¢ 55mm, Bus Bar 65mmx24mm
@ True RMS (Prova 2000)
@ Auto Range A, V, Q, Hz
# DCA One Touch Zero

@ Diode Test

@ Continuity with buzzer

@ Max/Min/Hold

@ Relative Measurement

@ Large 3 3/4 Digits LCD
@ Fast bargraph display

@ Resistance measurement

TES-3010/3012 Prof. Clamp Meter

Features

@ Frequency Count, Diode Check &
Beeper

@ Peak/Data Hold

@ Unit & Sign Display
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e Current: (AC/DC)
DC~400A/2500A
AC~400A/2100A

e Current Analog Output:
400A/2,100A(1TmV/A)

e Voltage: (AC/DC)
DC~400m/4V/40V/400V/600V
AC~4V/40V/400V/600V

e Frequency: (Hz) 1~100KHz

e Current: (AC)
20/200/600A (TES-3010)
20/200/600/1,000A (TES-3012)

e Voltage: (AC/DC)
DC-1,000V; AC-200V/750V

e Frequency: (Hz) 2KHz

e Ohms: (Resistance) 200 () /20K Q
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