SPLIT TYPE DIAL BORE GAGE SETS

: : FOR BLIND HOLES
= Split type contact points , g &7 [ ¢INSIZE» PLuS
= Accuracy (without indicator): - g / MADE IN CERMANY

3um (measuring range 1.5~10mm),

4pm (measuring range 10~20.6mm) & /‘/ﬁ y i
= Repeatability (without indicator): 1um VY
= Setting rings and dial indicators are optional v 9 6 principle of measurement

2429-12 (mm)
uantity Measurin . Total . i i i
Code Range . (_)f ! range ofg '::::tshu{m%' length M?)tgirrﬁls‘)f SER e (opt.lonal)
points point (L) Code Diameter
1.5-1.9 17 93 carbide 2421-R1D75 1.75
1.8-2.2 17 93 carbide 2421-R2 2
2.05-2.45 17 93 carbide 2421-R2D25 2.25
I I I
.05-2. carbide - o is optional
2429-4 1542 10 2.8-3.2 25 101 carbide 2421-R3 3
3.05-3.45 25 101 carbide 2421-R3D25 3.25 S
3.3-3.7 25 101 carbide 2421-R3D5 815 \' ,;T' 1 J
3.55-3.95 25 101 carbide 2421-R3D75 3.75 L ol
3.8-4.2 25 101 carbide 2421-R4 4 i i
4.15-4.8 41 118 hard chromed 2421-R4D5 4.5
4753 41 118 hard chromed | 2421-R5 5 fe;ﬁf;‘r?”
5.2-5.8 41 118 hard chromed 2421-R5D5 5.5
2429-7D5| 4.15-7.8 7 5.7-6.3 41 118 hard chromed 2421-R6 6 ,ﬁ
6.2-6.8 41 118 hard chromed 2421-R6D5 6.5
6.7-7.3 41 118 hard chromed 2421-R7 7 ’
7.2-7.8 45 118 hard chromed 2421-R7D5 7.5
7.7-8.3 45 118 hard chromed 2421-R8 8
8.2-8.8 45 118 hard chromed 2421-R8D5 8.5
8.7-9.3 45 118 hard chromed 2421-R9 9
242942 | 7.7-12.5 6 9.2-10.5 45 118 | hard chromed | 2421-R10 10
10.2-11.5 45 118 hard chromed 2421-R11 11
11.2-12.5 45 118 hard chromed 2421-R12 12 Unit: mm
12.2-13.5 45 118 hard chromed | 2421-R13 13 S‘GMS
13.4-14.6 45 118 hard chromed 2421-R14 14
14.4-15.6 45 118 hard chromed 2421-R15 15
15.4-16.6 45 118 hard chromed 2421-R16 16
2429-20 | 12.2-206 8 16.4-17.6 45 118 hard chromed 2421-R17 17 o 210
17.4-18.6 45 118 hard chromed 2421-R18 18
18.4-19.6 45 118 hard chromed 2421-R19 19 hr
19.4-20.6 45 118 hard chromed 2421-R20 20




