DT-270KT/270GT

Food Safety type-K Thermometer

The 2T0KT Food safety type-k thermometer in the food sector, cooling chain compliance has to be
checked and verified. The ambient conditions may also have an influence on product quality. This makes

continuous monitoring of temperature and relative humidity in the warchouse essential. r .
—
.
DT-270KT DT-270GT L mig? i
Room Temp " ®
Temp range -40 1o 70°C 20 to 75°C = ,ESS
Temp accuracy +1.0°C +0.5°C (0°C-60°C), £0.7°C (residual range) . EMC
Resolution 0.1°C 0.1°C it 1 EN: 61326
Humidity range 0 to 100%RH EN: 60825-1

Humidity accuracy  £3%RH{10%RH to 90%RH), £4.5%RH(residual range)

Resolution 0.1%RH m
External probe Temp K Temp and Humidity probe '"l 5

Range =50 to 350°C -40 to 85°C, 0 to 100%RH
=0.5°C (0 to 60°C), =0.7°C (residual range)
Accuracy 0.15%rgd+1.0°C +3%RH(10%RH to 90%RH),
+4.5%RH(residual range)
. 0.1°C(-99.9 to 999.9°C) 0.1°C ]
Resolution 1Cresidual moge) 0.1%RH Model 270KT
Protection class 1P54 P67

Measurement rate 1 sec to 60 min (1 sec default)
Communication rate 5min to lhour (5 min default)

Memory 4,070 readings/channel
Batterv life 12h at 25°C Smin Communication 45 day at 25°C 30 min Communication
y cyele, 2sec Measurement rate cycle, 2sec Measurement rate
4 x AA batteries

4 x AA batteries
USB type-C for temperatures below
-10°C{14°F) please use Energizer batteries

Micro USB for temperatures

Voltage suypty below -10°C(14°F) please use

Energizer batteries
Commuication 4G LTE Cat I(LTE-FDD: B1/B3/BS/
: WIFI(2.4GHz,IEEE 802.11 bfg/) BS.LTE-TDD: B34/B38/B39/B40/
interface B41,GSM: 900/1800 MHz)

Size(HxWxD): 68mm x 108mm x 35mm  Weight: 172g
Accessories: Li-ion battery, charger, adaptor and gift box.




